
This section describes the circumstances under which a coast station location
is classified as permanent or temporary unspecified.

( a)

(a) Permanent. Whenever a station is to transmit from a single location, the
station location is "permanent" and the location must be shown on the
application.

(b)

(b) Temporary unspecified. Whenever a station is to transmit from unspecified
locations within a prescribed geographical area, the station location is
"temporary unspecified" and the proposed geographical operating area must be
shown on the application.

s 80.41 Control points and dispatch points.

This section applies to coast or fixed stations at permanent locations.
( a)
(a) Applicants must provide the address or location of the control point where

station records will be kept.
(b)

(b) When the address or location of a control point where station records are
kept is to be changed, the licensee must request a modification of the station
license.

( c)

(c) Control points not collocated with station records and dispatch points may
be installed and used without obtaining any authorization from the Commission.

s 80.43 Equipment acceptable for licensing.

Transmitters listed in s 80.203 must be authorized for a particular use by the
Commission based upon technical requirements contained in Subparts E and F of
this part.

s 80.45 Frequencies.

For applications other than ship stations, the applicant must propose
frequencies and ensure that those requested frequencies are consistent with the
applicant's eligibility, the proposed class of station operation, and the
frequencies available for assignment as contained in subpart H of this part.

s 80.47 Operation during emergency.

A station may be used for emergency communications when normal communication
facilities are disrupted. The Commission may order the discontinuance of any
such emergency communication service.

s 80.49 Construction and regional service requirements.



(a)

(a) Public coast stations.
(a) (1)

(1) Each VHF public coast station geographic area licensee must notify the
Commission of substantial service within its region or service area (subpart P)
within five years of the initial license grant, and again within ten years of
the initial license grant in accordance with s 1.946 of this chapter.
"Substantial" service is defined as service which is sound, favorable, and
substantially above a level of mediocre service which just might minimally
warrant renewal. For site-based VHF public coast station licensees,
when a new license has been issued or additional operating frequencies have been
authorized, the licensee must notify the Commission in accordance with s 1.946
of this chapter that the station or frequencies authorized have been placed in
operation within twelve months from the date of the grant.

(a) (2)

(2) For LF, MF, HF, and AMTS band public coast station licensees, when a new
license has been issued or additional operating frequencies have been
authorized, the licensee must notify the Commission in accordance with s 1.946
of this chapter that the station or frequencies authorized have been placed in
operation within eight months from the date of the grant.

(b)
(b) Public fixed stations. When a new license has been issued or additional

operating frequencies have been authorized, the licensee must notify the
Commission in accordance with s 1.946 of this chapter that the station or
frequencies authorized have been placed in operation within twelve months from
the date of the grant.

s 80.51 Ship earth station licensing.

( a)

(a) [Reserved]
(b)

(b) A ship earth station authorized to operate the INMARSAT space segment must
display the Commission license in conjunction with the commissioning certificate
issued by the INMARSAT Organization. SRi~ eaF&R eEaEieRs Eftae ~le~e e~e~aeift§ iR
tRil ~IlOll'" SYliltillQ aRa aFe RaE eaHlHliesieRea ey ERe INUARS}'t~ O:l!~ani!:a~ion wiB.
eeREiRlie te se lisea iR ERe H91l.,RS1'.';P eyeEefft ~iitRelit a eefftfftissieniRQ
eeFtifieate issliila sy tRe I~Sll'" Or9aRiBatisn. ~fte eefteift~ee ~ee ef e~eft

e'feli~RlsR:1;; R8PQUQ;5", '"i1,1, RS& se ~erlQi&tea after Se~EefftSel!' 1, 1991, ~ftlel!ll!l a
eefftfftissiaRiR§ eertifieaEe is eetainea fFefft Eke IN!~Shr;p O~~afti!:aeien.

NatuitRS&aRaiR9 tRil rS'felirelQ8Rts iR ta.is para§'Fapa., ship earth stations can
operate in the INMARSAT space segment without an INMARSAT issued commissioning
certificate provided an appropriate written approval is obtained from the
INMARSAT Organization in addition to the Commission's license.

s 80.53 Application for a portable ship station license.

<Information collection requirements for section are not yet effective; OMB
approval pending.>

The Commission may grant a license permitting operation of a portable ship
station aboard different vessels of the United States.



s 80.54 Automated Maritime Telecommunications System (AHTS)--System Licensing.

AMTS licensees will be issued blanket authority for a system of coast stations
and mobile units (subscribers). AMTS applicants will specify the maximum number
of mobile units to be placed in operation during the license period.

s 80.55 Application for a fleet station license.

(a)
(a) An applicant may apply for licenses for two or more radiotelephone stations

aboard different vessels on the same application. Under these circumstances a
fleet station license may be issued for operation of all radio stations aboard
the vessels in the fleet.

(b)
(b) The fleet station license is issued on the following conditions:
(b) (1)
(1) The licensee must keep a current list of vessel names and registration

numbers authorized by the fleet license;
(b) (2)

(2) The vessels do not engage in voyages to any foreign country;
(b) (3)

(3) The vessels are not subject to the radio requirements of the Communications
Act or the Safety Convention.

s 80.56 [Reserved]

s 80.57 Canada/U.S.A. Channeling Arrangement for VHF Maritime Public
Correspondence.

(a)
(a) Canada/U.S.A. arrangement. Pursuant to arrangements between the United

States and Canada, assignment of VHF frequencies in the band 156-162 MHz to
public coast stations in certain areas of Washington state, the Great Lakes and
the east coast of the United States must be made in accordance with the
provisions of this section.

(b)
(b) Definitions. On the west coast, specific terms are defined as follows:
(b) (1)
(1) Inland Waters Public Correspondence Sector. A distinct geographical area

in which one primary and one supplementary channel is allotted. A number of
local channels may also be authorized.

(b) (2)
(2) Coastal Waters Public Correspondence Sector. A distinct geographical area

in which one primary and one supplementary channel is allotted. Local channels
may also be authorized.

(b) (3)

(3) Inland Waters. Inland waters of western Washington and British Columbia
bounded by 47 degrees latitude on the south, the Canada/U.S.A. Coordination
Zone Line B on the north, and to the west by 124 degrees 40 minutes longitude at
the west entrance to the Strait of Juan de Fuca.

(b) (4)



(4) Coastal Waters. Waters along the Pacific Coast of Washington state and
Vancouver Island within the Canada/U.S.A. Coordination Zone.

(b) (5)

(5) Inland Waters Primary Channel. A channel intended to cover the greater
portion of an Inland Waters Public Correspondence Sector. It may provide some
coverage to an adjacent sector but must not provide coverage beyond the adjacent
sector. Harmful interference beyond the adjacent sector must not occur. Only
one primary channel will be authorized in any sector.

(b) (6)

(6) Inland waters of western Washington and British Columbia bounded by
46degrees59'59.3" north latitude on the south, the Canada/U.S.A. Coordination
Zone Line B on the south, and to the west by 124degrees40'4.7" west latitude at
the west entrance to the Strait of Juan de Fuca.

Note: All coordinates are referenced to North American Datum 1983 (NAD83).
(b) (7)

(7) Inland Waters Local Channel. A channel designed to provide local coverage
of certain bays, inlets and ports where coverage by primary or supplementary
channels is poor or where heavy traffic loading warrants. A local channel must
not cause harmful interference to any primary or supplementary channels.
Coverage must be confined to the designated sector.

(b) (8)

(8) Coastal Waters Primary Channel. Same as (5) except for technical
characteristics.

(b) (9)

(9) Coastal Waters Supplementary Channel. Same as (6) except for technical
characteristics.

(b) (10)
(10) Coastal Waters Local Channel. Same as (7) except for technical

characteristics.
( c)
(c) Technical characteristics. On the west coast, technical characteristics of

public correspondence stations will be as follows:
(c) (1)
(1) Inland Waters Primary and Supplementary Channels. The effective radiated

power (ERP) must not exceed 60 watts. Antenna height must not exceed 152 meters
(500 feet) above mean sea level (AMSL) with the exceptions noted in paragraph
(d) (5) of this section.

(c) (2)

(2) Inland Waters Local Channel. ERP must not exceed 8 watts with an antenna
height of no more than 15 meters (50 feet) AMSL' or the ERP must not exceed 2
watts with an antenna height of no more than 30 meters (100 feet) AMSL.

(c) (3)

(3) Coastal Waters Primary and Supplementary Channels. ERP must not exceed 125
watts with no antenna restrictions.

(c) (4)

(4) Coastal Waters Local Channel. ERP must not exceed 10 watts with a maximum
antenna height of 76 meters (250 feet) AMSL.

(c) (5)

(5) Harmful interference will be determined and resolved using the definition
and procedures of the ITU Radio Regulations.

(c) (6)



(6) To keep the ERP and antenna elevations at a minimum and to limit coverage
to the desired areas, an informal application may be filed for special temporary
authority in accordance with ss 1.41 and 1.931 of this chapter to conduct a
field survey to obtain necessary data for informal application. Such data may
accompany the application and be used in lieu of theoretical calculations
as required in Subpart P of this part. The Seattle FCC District Office must be
notified in advance of scheduled tests.

( d)

(d) Canada/U.S.A. channeling arrangement for West Coast VHF maritime mobile
public correspondence.

(d) (1)

(I) The provisions of the Canada/U.S. channeling arrangement apply to waters of
the State of Washington and of the Province of British Columbia within the
coordination boundaries of "Arrangement A" of the Canada/U.S.A. Frequency
Coordination Agreement above 30 MHz. In addition, all inland waters as far
south as Olympia are to be included. A map of these waters is contained in
paragraph (d) (6) of this section, Figure 1.

(d) (2)
(2) The channeling arrangement applies to the following VHF public

correspondence channels: Channels 24, 84, 25, 85, 26, 86, 27,
87 and 28.

(d) (3)
(3) Public correspondence stations may be established by either country in

accordance with the provisions of the arrangements. However, there must be an
exchange of information prior to the establishment of new stations or a change
in technical parameters of existing stations. Any channel except that used as
primary or supplementary channel in a given sector is available for use as a
local channel in that sector. Local channels are not protected from
interference caused by primary or supplementary channels in adjacent sectors if
these stations are in compliance with this section.

(d) (4)
(4) Preliminary local Canadian/U.S. coordination is required for all

applications at variance with this section. This coordination will be in
accordance with the provisions of Arrangement "A" of the Canada/U.S. Frequency
Coordination Agreement over
30 MHz. Stations at variance with the arrangement are not protected from
interference and must not cause interference to existing or future stations
which are in accordance with the agreement.

(d) (5)
(5) Stations in existence at the time of the arrangement must have complied

with the provisions of the arrangement within 12 months after it became
effective with the following exceptions:

(d) (5) (i)

(i) Public coast (VHF) stations:

KOH627 Tacoma, Washington

KOH630 Seattle, Washington

WXY956 Camano, Washington

VAI2 Mount Parke, British Columbia

VAS5 Watts Point, British Columbia

XLK672 Bowen Island, British Columbia
(d) (5) (ii)



(ii) These stations employing frequencies assigned at the time of the
arrangement may be maintained with existing antenna heights in excess of 152
meters (500 feet) unless harmful interference to existing stations is identified
and reported directly to the Federal Communications Commission or through the
Public Correspondence Committee of the North Pacific Marine Radio Council.

(d) (6)

(6) The agreed channeling arrangements for the west coast are as follows:

Public correspondence sector Primary channel Supplementary channel

British columbia (Coastal Waters) :
Tofino 24
Barkley Sound 27

British Columbia (Inland Waters)
Juan de Fuca West (Canada) 26
Juan de Fuca East (Canada) 86
Gulf Islands 27

26
87

24
84

[FNll

Strait of Georgia South .
Howe Sound .
Strait of Georgia North .
Campbell River .

Washington (Coastal Waters) :
Cape Johnson .
Point Grenville .

Washington (Inland Waters) :
Juan de Fuca Wes t (U. S . A.) .
Juan de Fuca East (U.S.A.) .
San Juan Islands .
Puget Sound North .
Puget Sound Hood Canal .
Lower Puget Sound .

FNl Supplementary channel not available.

26 86
24 84
26 87
28 85

26 85
28 25

28 [FNll
25 [FN1]
28 85
24 87
26 25
28 85

( e)
(e) Canada/U.S.A. VHF channeling arrangement on the Great Lakes and the St.

Lawrence Seaway. Channels on the Great Lakes and the St. Lawrence Seaway will
be assigned as follows:

(e) (1)
(1) The provisions of the arrangement apply to the waters of the Great Lakes

and the St. Lawrence Seaway within the coordination boundaries of "Arrangement
An of the Canada/U.S.A. Frequency Coordination Agreement above 30 MHz.

(e) (2)
(2) The arrangement applies to the following public correspondence channels:

channels 24, 84, 25, 85, 26, 86, 27, 87, 28, and 88.
(e) (3)

(3) Canada and the U.S.A. use the following channeling arrangement:
(e) (3) (i)
(i) Canadian channels: 24, 85, 27, 88 (Note 1).
(e) (3) (ii)

(ii) U.S.A. channels: 84, 25, 86, 87, 28 (Note 2).
(e) (3) (iii)

(iii) Shared channels: 26 (Note 3).



NOTES:

1. Also assignable to u.s. Stations within the frequency coordination zone
following successful coordination with Canada.

2. Also assignable to Canadian station within the frequency coordination zone
following successful coordination with the United
States.

3. Changes to existing assignments and new assignments within the frequency
coordination zone of either country are subject to prior coordination with the
other Administration.

(f)

(f) Canada/U.S.A. channeling arrangement for East Coast VHF maritime mobile
public correspondence. For purposes of this section, channels on the east coast
will be assigned as follows:

(f) (1)
(1) The provisions of the arrangement apply to the Canadian and U.S.A. east

coast waters including the St. Lawrence Seaway within the coordination
boundaries of "Arrangement An of the Canada/U.S.A. Frequency Coordination
Agreement above 30 MHz.

(f) (2)

(2) The arrangement applies to the following public correspondence channels:
channels 24, 84, 25, 85, 26, 86, 27, 87, 28, and 88.

(f) (3)

(3) Canada and the U.S.A. use the following channeling arrangement:
(f) (3) (i)
(i) Canadian channels: 24, 85, 27, 88 (Note 1).
(f) (3) (ii)

(ii) U.S.A. channels: 84, 25, 86, 87, 28 (Note 2).
(f) (3) (iii)

(iii) Shared channel: 26 (Note 3) .

NOTES:

1. Also assignable to U.S. stations within the frequency coordination zone
following successful coordination with Canada.

2. Also assignable to Canadian stations within the frequency coordination zone
following successful coordination with the United States.

3. Changes to existing assignments and new assignments within the frequency
coordination zone of either country are subject to prior coordination with the
other Administration.



s 80.59 Compulsory ship inspections.

( a)

(a) Inspection of ships subject to the Communications Act or the Safety
Convention.

(a) (1)

(1) The FCC will not normally conduct the required inspections of ships subject
to the inspection requirements of the Communications Act or the Safety
Convention.

Note: Nothing in this section prohibits Commission inspectors from inspecting
ships. The mandatory inspection of U. S. vessels must be conducted by an FCC­
licensed technician holding an FCC General Radiotelephone Operator License,
GMDSS Radio Maintainer's License, Seeefta Class Raai8eele§F~R ~eFae8~'s

CeFeifieate, ~~ ~i~.t Cl••• ~.Qi~tglgg~.~A O~e~.t~~'s Qe~tifieatetrB aee8FBaftee
with the following table: l-

Category
of
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Minimum class of FCC license required by private sector
technician to conduct inspection--only one license required
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slass r­
aaieeel
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to 47
CFR part
80,
subpart
W or
subpart
Q ...•..•.. ............. " / .

-------------------------------------------------------------------------------

(a) (2)

(2) A certification that the ship has passed an inspection must be entered into
the ship's log by the inspecting technician. The technician conducting the
inspection and providing the certification must not be the vessel's owner,
operator, master, or employee or their affiliates. Additionally, the vessel
owner, operator, or ship's master must certify in the station log that the·
irispection was satisfactory. There are no FCC prior notice requirements for any
inspection pursuant to paragraph (a) (1) of this section. An inspection of the
bridge-to-bridge radio stations on board vessels subject to the Vessel Bridge­
to-Bridge Radiotelephone Act must be conducted by the same FCC-licensed
technician.

(a) (3)

(3) Additionally, for passenger vessels operated on an international voyage the
inspecting technician must send a completed FCC Form 806 to the Officer in
Charge, Marine Safety Office, United States Coast Guard in the Marine Inspection
Zone in which the ship is inspected.

(a) (4)

(4) In the event that a ship fails to pass an inspection the inspecting
technician must make a log entry detailing the reason that the ship did not pass
the inspection. Additionally, the technician must notify the vessel owner,
operator, or ship's master that the vessel has failed the inspection.

(a) (5)
(5) Because such inspections are intended to ensure the availability of

communications capability during a distress the Commission will vigorously
investigate reports of fraudulent inspections, or violations of the
Communications Act or the Commission's Rules related to ship inspections. FCC­
licensed technicians, ship owners or operators should report such violations to
the Commission
through its National Call Center at 1-888-CALL FCC (1-888-225- 5322).

(b)
(b) Inspection and certification of a ship subject to the Great Lakes

Agreement. The FCC will not inspect Great Lakes Agreement vessels. An
inspection and certification of a ship subject to the Great Lakes Agreement must
be made by a technician holding one of the following: an FCC General
Radiotelephone Operator License, a GMDSS Radio Maintainer's License, a Seeeft8
Glass RaQiQtQlQg~.pQ OpQ~.tQ~'~ CQ~titi~.tQ; Q~ • Fi~&t Cla~~ ~.Qigtglggr.~R

Opezaeer's Gereifieaee. The certification required by s 80.953 must be entered
into the ship'S log. The technician conducting the inspection and providing the
certification must not be the vessel's owner, operator, master, or an employee
of any of them. Additionally, the vessel owner, operator, or ship's master
must certify that the inspection was satisfactory. There are no FCC prior
notice requirements for any inspection pursuant to s 80.59(b) .

(c)

(c) Application for exemption.
(c) (1)



(1) Applications for exemption from the radio prov~s~ons of part II or III of
title III of the Communications Act, the Safety Convention, or the Great Lakes
Radio Agreement, or for modification or renewal of an exemption previo~sly

granted must be filed as a waiver request using FCC Form 605. Waiver requests
must include the following information:

(c) (1) (i)
(i) Name of ship;
(c) (1) (ii)
(ii) Call sign of ship;
(c) (1) (iii)
(iii) Official number of ship;
(c) (1) (iv)
(iv) Gross tonnage of ship;
(c) (1) (v)

(v) The radio station requirements from which the exemption is requested:
(c) (1) (v) (A)

(A) Radiotelephone (VHF/MF);
(c) (1) (v) (B)

(B) ReeHeeele!:J;E'liilft, liRB/or
(c) (1) (v) (C)

(C) Radio direction finding apparatus;
(c) (1) (vi)
(vi) File number of any previously granted exemption;
(c) (1) (vii)
(vii) Detailed description of the voyages for which the exemption is requested,

including:
(c) (1) (vii) (A)
(A) Maximum distance from nearest land in nautical miles;

(c) (1) (vii) (B)
(B) Maximum distance between two consecutive ports in nautical miles; and
(c) (1) (vii) (C)
(C) Names of all ports of call and an indication of whether travel will include

a foreign port;
(c) (1) (viii)
(viii) Reasons for the exemption:
(c) (1) (viii) (A)

(A) Size of vessel;
(c) (1) (viii) (B)
(B) Variety of radio equipment on board;
(c) (1) (viii) (C)
(C) Limited routes; and/or
(c) (1) (viii) (D)
(D) Conditions of voyages;
(c) (1) (ix)
(ix) A copy of the U.S. Coast Guard Certificate of Inspection an indication of

whether the vessel is certified as a Passenger or Cargo ship (for passenger
ships, list the number of passengers the ship is licensed to carry); and

(c) (1) (x)

(x) Type and quantity of radio equipment on board, including:
(c) (1) (x) (A)

(A) VHF Radio Installation (indicate if GMDSS approved);
(c) (1) (x) (B)
(B) Single Side-Band (SSB) (indicate the band of operation, MF or HF and

indicate if GMDSS approved);



(c) (1) (x) (C)

(C) Category 1, 406 MHz EP1RB (GMDSS approved) ;
(c) (1) (x) (D)

(D) NAVTEX Receiver (GMDSS approved);
(c) (1) (x) (E)

(E) Survival Craft VHF (GMDSS approved);
(c) (1) (x) (F)

(F) 9 GHz Radar Transponder (GMDSS approved);
(c) (1) (x) (G)
(G) Ship Earth Station;
(c) (1) (x) (H)

(H) §QQ )di~ ;gj,liitrgliilii i:rQ'fWoilR8:'1' WiiE8R Reeei:veJ:;
(c) (1) (x) (I)

(I) 2182 Rad~otelephone Auto Alarm;
(c) (1) (x) (J)
(J) Reserve Power Supply (capability); and
(c) (1) (x) (K)

(K) Any other equipment.
(c) (2)
(2) Feeable applications for exemption must be filed with Mellon Bank,

Pittsburgh, Pennsylvania at the address set forth in s 1.1102. Waiver requests
that do not require a fee should be submitted via the Universal Licensing System
or to: Federal Communications Commission, 1270 Fairfield Road, Gettysburg,
Pennsylvania 17325-7245. Emergency requests must be filed with the Federal
Communications Commission, Office of the Secretary, 445 Twelfth Street, S.W.,
TW-B204, Washington, D.C. 20554.

(d)
(d) Waiver of annual inspection.
(d) (1)
(1) The Commission may, upon a finding that the public interest would be

served, grant a waiver of the annual inspection required by Section 362(b} of
the Communications Act, 47 U.S.C. 360(b}, for a period of not more than 90 days
for the sole purpose of enabling a United States vessel to complete its voyage
and proceed to a port in the United States where an inspection can be held.
An informal application must be submitted by the ship's owner, operator or
authorized agent. The application must be submitted to the Commission's
District Director or Resident Agent in charge of the FCC office nearest the port
of arrival at least three days before the ship's arrival. The application must
include:

(d) (1) (i)
(i) The ship's name and radio call sign;
(d) (1) (ii)
(ii) The name of the first United States port of arrival directly from a

foreign port;
(d) (1) (iii)

(iii) The date of arrival;
(d) (1) (iv)
(iv) The date and port at which annual inspection will be formally requested to

be conducted;
(d) (1) (v)

(v) The reason why an FCC-licensed technician could not perform the inspection;
and

(d) (1) (vi)

(vi) A statement that the ship's compulsory radio equipment is operable.



(d) (2)

(2) Vessels that are navigated on voyages outside of the United States for more
than 12 months in succession are exempted from annual inspection required by
section 362(b) of the Communications Act, provided that the vessels comply with
all applicable requirements of the Safety Convention, including the annual
inspection required by Regulation 9, Chapter I, and the vessel is inspected by
an FCC-licensed technician in accordance with this section within 30 days of
arriving in the United States.

s 80.60 Partitioned licenses and disaggregated spectrum.

(a)

(al Eligibility. VHF Public Coast Station Area (VPCSA) licensees, see s
80.371(c) (1) (ii) of this part, may partition their geographic service area or
disaggregate their spectrum pursuant to the procedures set forth in this
section. Parties seeking approval for partitioning and disaggregation shall
request an authorization for partial assignment pursuant to s 1.924 of this
chapter.

(b)
(b) Technical standards.
(b) (1)
(1) Partitioning. In the case of partitioning, all requests for authorization

for partial assignment of a license must include, as an attachment, a
description of the partitioned service area. The partitioned service area shall
be defined by coordinate points at every 3 degrees along the partitioned service
area unless an FCC-recognized service area is utilized (e.g., Metropolitan
Service Area, Rural Service Area, or Economic Area) or county lines are used.
The geographic coordinates must be specified in degrees, minutes, and seconds to
the nearest second of latitude and longitude, and must be based upon the 1983
North American Datum (NAD83). In a case where an FCC- recognized service area
or county lines are utilized, applicants need only list the specific area(s)
(through use of FCC designations or county names) that constitute the
partitioned area.

(b) (2)
(2) Disaggregation. Spectrum may be disaggregated in any amount, provided

acquired spectrum is disaggregated according to frequency pairs.
(b) (3)
(3) Combined partitioning and disaggregation. The Commission will consider

requests for partial assignment of licenses that propose combinations of
partitioning and disaggregation.

(c)
(c) License term. The license term for a partitioned license area and for

disaggregated spectrum shall be the remainder of the original licensee's term as
provided for in s 80.25 of this part.

(d)
(d) Construction Requirements.
(d) (1)
(1) Partitioning. Partial assignors and assignees for license partitioning

have two options to meet construction requirements. Under the first option, the
partitionor and partitionee would each certify that they will independently
satisfy the substantial service requirement for their respective partitioned
areas. If either licensee failed to meet its substantial service showing
requirement, only the non-performing licensee's renewal application would be
subject to dismissal. Under the second option, the partitioner certifies that
it has met or will meet the substantial service requirement for the entire



market. If the partitioner fails to meet the substantial service standard,
however, only its renewal application would be subject to forfeiture at renewal.

(d) (2)

(2) Disaggregation. Partial assignors and assignees for license disaggregation
have two options to meet construction requirements. Under the first option, the
disaggregator and disaggregatee would certify that they each will share
responsibility for meeting the substantial service requirement for the
geographic service area. If parties choose this option and either party
fails to do so, both licenses would be subject to forfeiture at renewal. The
second option would allow the parties to agree that
either the disaggregator or the disaggregatee would be responsible for meeting
the substantial service requirement for the geographic service area. If parties
choose this option, and the party responsible for meeting the construction
requirement fails to do so, only the license of the nonperforming party would be
subject to forfeiture at renewal.

s 80.61 Commission inspection of stations.

All stations and required station records must be made available for inspection
by authorized representatives of the Commission.

s 80.63 Maintenance of transmitter power.

(a)
(a) The power of each radio transmitter must not be more than that necessary to

carryon the service for which the station is licensed.
(b)
(b) Except for transmitters using single sideband and independent sideband

emissions, each radio transmitter rated by the manufacturer for carrier power in
excess of 100 watts must contain the instruments necessary to determine the
transmitter power during its operation.

s 80.67 General facilities requirements for coast stations.

( a)
(a) All coast stations licensed to transmit in the band 156-162 MHz must be

able to transmit and receive on 156.800 MHz and at least one working frequency
in the band.

(b)
(b) All coast stations that operate telephony on frequencies in the 1605-3500

kHz band must be able to transmit and receive using J3E emission on the
frequency 2182 kHz and at least one working frequency in the band. lfi aaaieieft,
QiiQA eweR j!i'Yliilis'w ggiliiit iitsaG.iQR Hll:l8E 1s:l?El:ftSHtit aHa J!! eeei de 1138 emie3ieft Oft toile
heejt1enel 2!182! ldIfJ.

Py,I3l:i" "east; st;at;ieR Y,SiR~ t;ele§'Z'aFlfi:y" Hlt2Se 'Be ~Ye ..iaea .. it:};), e};),e felleitift~

faeiliHee.



(a)

(a) StatigRS biluiRg iI :f.'ii'ifYoliilOl~Y assiglOlmeRt sele': lag l{WB Hl1iSt:
(a) (1)

(1) T,raRsmit ~.~ 'iiHlissieR 9R at least gRe wgrkiR~ fre~eRe¥ %:iEaia Eae Baaa
188 158 ldlzi

(a) (2)

(2) Receive AlA eHlissiea ea all raeio saaBBsls aYEasriBse for EraasHlissiea by
mohile seaeieas 8flcraeia!f ia eRe HlaFiEiHls HleBile seFviee feF eele!fFa~~ wiehin
tRe Baae 199 leO kHz.

(b)

(b) @eaeieae :AauiRg a ii.9lijf\iilasy assi~Hl9Rt Tlit:Aia .. :Alii 40fi fi~fi kWil SaRe lR1ist
eFaasHlit aRe lfesei...e OR aOO lioWB aRe at lsasE eRS uSlfldB~ fFel1f\ieaey ia eRe eana.

(c)
(e) Seaeieas aaviB~ flfel1f\icaey asSi!Jflfi'leae8 aeeve ilBBB ltII!l ftll:l:Se he e(',fttipped eo

l::ceeive 0" easlai e£ @oneil! fl!!J!ligIlea £:reqaenciel!5 dl1d all t.51tip sLation
raeieeele!fFafl~· flfSl1f\icaeics ia eRe !'!lame !'!Il:l:e eal"te til! ene til!:!ligned freejuency of
eRe cease staEiea ~se ~YS~alft W sf t:Ais ~alft fil. t:Ae liet of fFcl1f\ieaeies.

s 80.69 Pacilities requirement for public coast stations using telephony.

Public coast stations using telephony must be provided with the following
facilities.

(a)
(a) When the station is authorized to use frequencies in the 1605-3500 kHz

band, equipment meeting the requirements of s 80.67(b) must be installed at each
transmitting location.

(b)

(b) The transmitter power on the frequency 2182 kHz must not exceed 50 watts
carrier power for normal operation. During distress, urgency and safety
traffic, operation at maximum power is permitted.

s 80.70 Special provisions relative to coast station VBP facilities.

(a)
(a) Coast stations which transmit on the same radio channel above 150 MHz must

minimize interference by reducing radiated power, by decreasing antenna height
or by installing directional antennas. Coast stations at locations separated by
less than 241 kilometers (150 miles) which transmit on the same radio channel
above 150 MHz must also consider a time-sharing arrangement. The Commission may
order station changes if agreement cannot be reached between the involved
licensees. .

(b)

(b) Coast stations which transmit on a radio channel above 150 MHz and are
located within interference range of any station within Canada or Mexico must
minimize interference to the involved foreign station(s), and must notify the
Commission of any station changes.

( c)

(c) A VHF (156-162 MHz) public coast station licensee initially authorized on
any of the channels listed in the table in s 80.371(c) (1) (i) of this part may
transfer or assign its channel(s) to another entity. If the proposed transferee
or assignee is the geographic area licensee for the geographic area to which the



channel is allocated, such transfer or assignment will be deemed to be in the
public interest. However, such presumption will be rebuttable.

s 80.71 Operating controls for stations on land.

Each coast station, Alaska-public fixed station and Alaska-private fixed
station must provide operating controls in accordance with the following:

(a)

(a) Each station using 6QIQ~ra~RJ' er telephony must be capable of changeover
from transmission to reception and vice versa within two seconds excluding a
change in operating radio channel.

(b)
(b) During it hours of service, each station must be capable of:
(b) (1)

(1) Commencing operation within one minute after the need to do so occurs;
(b) (2)

(2) Discontinuing all emission within five seconds after emission is no longer
desired. The emission of an unattended station in an automated multistation
system at which restoration to standby is automatic on conclusion of a call must
be discontinued within three seconds of the disconnect signal or, if a
disconnect signal is not received, within twenty seconds after reception of the
final carrier transmission from a ship station.

(c)

(c) i:a"R "tiltigA ll"iAg il mvl,tit;RilAAill, iR"tilllatieR fer tQle~Fa~A.¥ fIM:lst ee
eil~aBle g;f t;RilRgiA9 h:gm gRQ t;ele9Fs~RJ' 8Rsl'lfiel ts al'tY eEHer Eele~%e~~ dll!lt1"1el

wit!hin ehe 8arRe ewe saRe ssle',,: i;li ]Qlg TJ ..i~RiR five eeseRBe: ij?fiie l!'eEf':lirem6At
RQee Ret ]wil milt :b;' il'!fl'ipAlilRt iRteReQe feF lise SRI)' iR oFllorgeHeies aHa HOE 1:J:sed
fer HeFMsl Qe~Rieilt;ieR.

(d)

(d) Every coast station using a multi-channel installation for radiotelephony
must be capable of changing from one telephony channel to another telephony
channel within:

(d) (1)

(1) Five seconds within the frequency band 1605.-3500 kHz; or
(d) (2)

(2) Three seconds within the band 156-162 MHz. This requirement also applies
to marine utility stations.

s 80.72 Antenna requirements for coast stations.

All emissions of a coast station a marine-utility station operated on shore
using telephony within the frequency band 30-200 MHz must be vertically
polarized.

s 80.74 Public coast station facilities for a telephony busy signal.

A "busy" signal, when used by a public coast station in accordance with the
provisions of s 80.111(d), must consist of the transmission of a single audio
frequency regularly interrupted, as follows:

( a)



(a) Audio frequency: Not less than 100 nor more than 1100 Hertz, provided the
frequency used for this purpose will not cause auto alarms or selective-ringing
devices to be operated.

(b)

(b) Rate of interruption: 60 times per minute +/- 10%.
(c)

(c) Duration of each interruption: 0.5 second +/- 10%.

s 80.76 Requirements for land station control points.

Each coast or fixed station subject to this part must have the following
facilities:

(a)

(a) Except for marine utility stations, a visual indication of antenna current;
or a pilot lamp, meter or equivalent device which provides continuous visual
indication whenever the transmitter control circuits have been actuated.

(b)

(b) Capability to aurally monitor all transmissions originating at dispatch
points and to disconnect the dispatch points from the transmitter or to
terminate the operation of the transmitter.

(c)

(c) Facilities which will permit the responsible operator to turn the carrier
of the radio transmitter on and off at will.

s 80.79 Inspection of ship station by a foreign Government.

The Governments or appropriate administrations of countries which a ship visits
may require the license of the ship station or ship earth station to be produced
for examination. When the license cannot be produced without delay or when
irregularities are observed, Governments or administrations may inspect the
radio installations to satisfy themselves that the installation conforms
to the conditions imposed by the Radio Regulations.

s 80.80 Operating controls for ship stations.

( a)

(a) Each control point must be capable of:
(a) (1)

(1) Starting and discontinuing operation of the station;
(a) (2)
(2) Changing frequencies within the same sub-band;
(a) (3)
(3) Changing from transmission to reception and vice versa.
(a) (4)

(4) In the case of stations operating in the 156-162 MHz bands, reducing power
output to one watt or less in accordance with s 80.215(e). [FN1]

[FN1] Ship station transmitters, except hand-held portable transmitters,
manufactured after January 21, 1987 must automatically reduce the carrier power
to one watt or less when turned to the frequency 156.375 MHz or 156.650 MHz.



All ship station transmitters, except hand-held portable transmitters, used
after January 21, 1997, must automatically reduce power as described
above. A manual override device must be provided which when held by the
operator will permit full carrier power operation on channels 13 and 67. Hand­
held portable transmitters must be capable of reducing power to one watt, but
need not do so automatically.

(b)

(b) De-cit ~fti~ BeaeiBH I=1BiH~ Eele~Faf'Jfty ft'Il:lBe ee eaf'Jaele ef eftaH~iH~ fFeftl
tele~r~a traR&mi~&igR ~g t&lg~rapA reQQ~eieR aRe viseveFsa t:itBe~t mBaual
s;:i l;eRiRg .

(c)
(c) liil"ll. lill.ip Iitilt:iOId 'lliildg tolopRoRy R11oi181i BEl eil~aBle sf eftaH~iH~ £rem

tF8:R8lQissi9R 1;,;, X'gQQP'1si.QR aRQ 'lies ,.rersa Tslit.:Ria t:!n18 s8s9aae e]Eel\:lBiFl~ a e'ftas§€
iR oper.tiRg _.gio eAanRel.

( d)

(d) ~wriRg it. ROY_Ii of sQ_gi"e, eilBA SAil" SEa1;ieR Hlwe1; se sa~asle sf.
(d) (1)

(1) Geltllftefleift§ 8I3ClfaeisH: ra-iElriiH efte Miftitlee,
(d) (2)

(2) CiliggiAtii.;QuiiQg all Qmi ... i9R l'a:1s1a:iiR: five ees9Rele afesp elRieeieft is Pie leP1§c:r
aesiFea.

(e)

(e) SOleR SRil" sEa1iieR WSiRg a R1wl1ii eRa~el iRs1iallatieR fer telegFaiOBy'
(en8eiOE elflSil"HleRts iRtsElReEle fer wse eRly iR eHleFgeReiee SR freEfl:leRsieB eele.l 515
liWill HllolSE Be BilPilelQ of "R.RgiRg freHl QREl raeiQ eRaJUlsl lie aRetReF ui1;RifL

(e)· (1)

(1) Five seesRes if ERe eRarmels are \JiEfiiR 6Re eilHle elis SaBa, BF
(e) (2)

(2) FifeeeH eeesRas if ERe eRal'lfiele aFe RSE ..,iERiR ERe eaDIe elis eaRd.
( f)

(f) De-cit ~fti~ ~EaEieH aHa lftaFiRe lieiliey eealiieR WsiRg il Hl10111ii eRill;lRol
iReeallaEieR fer tselElI"RQ~' R1ws1; Be eal"aele ef eRaRgiRg frsm ElBe Filais sRaftRel es
aHSEReF '.,iEAiR·

(f) (1)
(1) Five SEleeReS nitsAiR tiRe BaRa iL8gB ~Bgg liloliill er
(f) (2)

(2) 'PRFee seeeRes "i.tsRiR tiRe eaRe lai llii~ MWli
(g) (1)
(g) (1) .,>~r t;QlogiIFap~r tiIF.asHlititier seRsErwsEee siRes eJ=ilRlolary 1, 19§:d i UtilE

gPQ_iitoli ild t);;Jo ];1iildg 405 5:l5 kWli uitsR illi eWEI"We l"e'.)SF iR eleseee sf ZlsO lJaeeS
HlWSti Be sap.elo of _QgygiRg tsRa ewtspwts I"e'.)er tie iL§Q '..'ilEes ElI' less.

(g) (2)

(2) '1'll.Q _oquirilmQldt of p._.gra~R (~l (iLl Elf ERie eeeEisR esee HSE aflf'Jl~ "fteft
tll.Q_Q iii i1uailil];11Q ild tll.Q liilRlQ statsiElIi a eraReHlieeer sa~aele ElE sfleFaeiaft aft EftS
ifteerl"laeiBRal ealliRg fFe~efte) 50S leIl!! efU! ee lee~e efle herldu§ £reett!eftc)
~.TiEkiR ERe SaRe 4Q§ §d§ JEWS i saf!laBle sf Beift!J €ReF!Jisee By a e61:lree sf fl6uer
Beitef ehaH aH eHleFgeHey ~sweF eSliFee aRe RSt eil~asle sf ilR Ell:lt~liE iR eusess sf
100 waEEs 'dfieR el"sratse SR SWEIR fFel;flieReies.

s 80.81 Antenna requirements for ship stations.



All telephony emissions of a ship station or a marine utility station on board
ship within the frequency band 30-200 MHz must be vertically polarized.

s 80.83 Protection from potentially hazardous RF radiation.

Any license or renewal application for a ship earth station that will cause
exposure to radio frequency (RF) radiation in excess of the RF exposure
guidelines specified in s 1.1307(b) of the Commission's Rules must comply with
the environmental processing rules set forth in ss 1.1301-1.1319 of this
chapter.

s 80.86 International regulations applicable.

In addition to being regulated by these rules, the use and operation of
stations subject to this part are governed by the Radio Regulations and the
radio provisions of all other international agreements in force to which the
United States is a party.

s 80.87 Cooperative use of frequency assignments.

Each radio channel is available for use on a shared basis only and is not
available for the exclusive use of anyone station or station licensee. Station
licensees must cooperate in the use of their respective frequency assignments in
order to minimize interference and obtain the most effective use of the
authorized radio channels.

s 80.88 Secrecy of communication.

The station licensee, the master of the ship, the responsible radio operators
and any person who may have knowledge of the radio communications transmitted or
received by a fixed, land, or mobile station subject to this part, or of any
radiocommunication service of such station, must observe the secrecy
requirements of the Communications Act and the Radio Regulations. See Sections
501, 502, and 705 of the Communications Act and Article 23 of the Radio
Regulations.

s 80.89 unauthorized transmissions.

Stations must not:
(a)

(a) Engage in superfluous radiocommunication.
(b)

(b) Use telephony on 243 MHz.
(c)

(c) Use selective calling on 2182 kHz or 156.800 MHz.



(d)

(d) When using telephony, transmit signals or communications not addressed to a
particular station or stations. This provision does not apply to the
transmission of distress, ala~m, urgency, or safety signals or messages, or to
test transmissions.

(e)

(e) WR8R W.iRg tQlQg~ilpb2r; t.ilR.~it .igR.l. er GS~Rie.tisao Ret addressed te
a ~artieylar ot.tieR er statioas, walooo tRo traaomissiea is ~~eeeded By CQ er
OP or By ,lisGi£QIiPS, alar);!; 1:ilJ?!3'QRS?(; SaEgt!( Bi~als, SF ESS6 traRBMissiePl6.

(f)

(f) Transmit while on board vessels located on land unless authorized under a
public coast station license. Vessels in the following situations are not
considered to be on land for the purposes of this paragraph:

(f) (1)

(1) Vessels which are aground due to a distress situation;
(f) (2)

(2) Vessels in drydock undergoing repairs; and
(f) (3)

(3) State or local government vessels which are involved in search and rescue
operations including related training exercises.

(g)
(g) Transmit on frequencies or frequency bands not authorized on the current

station license.

s 80.90 suspension of transmission.

Transmission must be suspended immediately upon detection of a transmitter
malfunction and must remain suspended until the malfunction is corrected, except
for transmission concerning the immediate safety of life or property, in which
case transmission must be suspended as soon as the emergency is terminated.

s 80.91 Order of priority of communications.

(a)

(a) TbQ QrQQ. of priority of rilQ,iotQl.Qg;u,pA QQHlRNaiaatoieas is as fel18uo:
(a) (1)
(1) Qi.t.Q.li ~illl. iJ;a~l)ldiRg tl:lQ i];;ltQ.];;liltiQ];;lill di.t.Qlili liigRill. fo.

rildiotQlQgrilpl:ly, tl:lQ i];;ltQrRiltioRill. .ilQ,iQtQle~~a~A ala~ si~al, efte
iRtsraatieR.l .ilQ,iotel.QpboRO alarm 6i~aalj aist~oss mossa§oe aaa diee~ese

traiiiiir;a.
(a) (2)
(2) Cemm~Bieatieas ~.8aeaSQ ~r tRe ;kaEsraatieaal raaieEole~.a~R wr~eaey ei§aal.
(a) (3)

(3) CemmwaieatioR. p.QliQQOQ, Q2' tRo ;kaesraatieaal raaietele§~a~fi¥ safety ei§Bal.
(a) (4)

(4) ·Ce~Bieatieas relatiue te raeie sirsetiea fiBSiR!!J Qearia~s.

(a) (5)

(5) GefMlYRieatieRl; reliilti u 8 Ise tRe Ravi~alsieR aRg, safQ mOUQmoRt of ili.c;Ji'ilft.
(a) (6)

(6) CemmHBieatieRo ~elativo tB tae Ravi§atiBftj mBvomeato j aae ROeee Be sl~s,

iaBlwaia!!J ..satRe. elilse.uaeiea Hloosa!Joe eeetiftoe iEl~ aft effieial !ftetee~ele!Jiea:L

(a) (7)



(7) r;}g,niirnrolilnt GOmro"n;cat;ons for Inlh;ch pri9riti:y .ig<A~ Rae seoR- elaimcd.
(a) (8)

(8) SCl!'Viee e8HlHlWRisa1;;i81'U; nilla1;;il'l:!J 1;;c 1;;}:.}e T.Jcr]{i'R~ of tAe Faaioeo!tlPCl1:!ftiee:~ien

service 0* 1;;8 C"'~YR;i,sat;;ioRS ,@revioYsly tra'RsHiitted.
(a) (9)
(9) All ot;;}:.}OE comm~R;i,cat;;;i,Ol'l:8.

(b)

(b) The order of priority of radiotelephone communications is as follows:
(b) (1)

(1) Distress calls including the international distress signal for
radiotelephony, the international radiotelephone alarm signal,
distress messages and distress traffic.

(b) (2)

(2) Communications preceded by the international radiotelephone urgency signal,
or known to the station operator to consist of one or more urgent messages
concerning the safety of a person, aircraft or other mobile unit.

(b) (3)

(3) Communications preceded by the international radiotelephone safety signal,
or known to the station operator to consist of one or more messages concerning
the safety of navigation or important meteorological warnings.

(b) (4)

(4) Communications known by the station operator to consist of one or more
messages relative to the navigation, movements and needs of ships, including
weather observation messages destined for an official meteorological service.

(b) (5) .
(5) Government communications for which priority right has been claimed.
(b) (6)

(6) All other communications.

s 80.92 Prevention of interference.

(a)

(a) The station operator must determine that the frequency is not in use by
monitoring the frequency before transmitting, except for transmission of signals
of distress.

(b)

(b) When a radiocommunication causes interference to a communication which is
already in progress, the interfering station must cease transmitting at the
request of either party to the existing communication. As between nondistress
traffic seeking to commence use of a frequency, the priority is established
under s 80.91.

( c)
(c) Except in cases of distress, communications between ship stations or

between ship and aircraft stations must not interfere with public coast
stations. The ship or aircraft stations which cause interference must stop
transmitting or change frequency upon the first request of the affected coast
station.

s 80.93 Hours of service.

( a)

(a) All stations. All stations whose hours of service are not continuous must
not suspend operation before having concluded all communication required in
connection with a distress call or distress traffic.

(b)



(b) Public coast stations.
(b) (1)

(1) Each public coast station whose hours of service are not continuous must
not suspend operation before having concluded all communication involving
messages or calls originating in or destined to mobile stations within range and
mobile stations which have indicated their presence.

(b) (2)

(2) Unless otherwise authorized by the Commission upon adequate showing of
need, each public coast station authorized to operate
on frequencies in the 3000-23,000 kHz band must maintain continuous hours of
service.

(c)

(c) Compulsory ship stations. Compulsory ship stations whose service is not
continuous may not suspend operation before concluding all traffic originating
in or destined for public coast stations situated within their range and mobile
stations which have indicated their presence.

(d)
(d) Other than public coast or compulsory ship stations. The hours of service

of stations other than public coast or compulsory ship stations are determined
by the station licensee.

s 80.94 Control by coast or Government station.

When communicating with a coast station or any Government station in the
maritime mobile service, ship stations must comply with the instruction given by
the coast station or Government station relative to the order and time of
transmission, the choice of frequency, the suspension of communication and the
permissible type of message traffic that may be transmitted. This provision
does not apply in the event of distress.

s 80.95 Measage charges.

(a)

(a) Charges must not be made for service of:
(a) (1)

(1) Any public coast station unless tariffs for the service are on file with
the Commission;

(a) (2)
(2) Any station other than a public coast station or an Alaska--public fixed

station, except cooperatively shared stations covered
by s 80.503;

(a) (3)

(3) Distress calls and related traffic; and
(a) (4)

(4) Navigation hazard warnings preceded by the SAFETY signal.
(b)
(b) The licensee of each ship station is responsible for the payment of all

charges accruing to any other station(s) or facilities for the handling or
forwarding of messages or communications transmitted by that station.

(c)

(c) In order to be included in the ITU List of Coast Stations public coast
stations must recognize international Accounting Authority Identification Codes



(AAlC) for purposes of billing and accounts settlement in accordance with
Article 66 of the Radio Regulations. Stations which elect not to recognize
international AAlC's will be removed from the lTD List of Coast Stations.

s 80.96 Maintenance tests.

Stations are authorized to engage in test transmissions necessary for
maintenance of the station. Test transmissions must conform
to appropriate test operating procedures.

~Ris sg..GieR aFFlig~ tg ~AiF~ aRe ..gasG statieRs a~tReFi8ee te tFaReMit iR tae
oafts 4gi §~~ kWz.

(a)
(a) SHeeflt feF l;;R.. 'e;5aRsmiseieR sf eie'eFess eF ~F~eRSY ei!fRale, all

t:rt!l"lo!!!'IIil!'ll!'lieRS RMist sease lJitaiR tae saRe 48i ili )tilli5 e~FiR~

Q3ch 500 kHz SilenCe perigQ
(b)
(b) Sita1iiiQiQ£ transmj tti os tQIQgrilp:bj' iAH.l.Qt llli"Q tRia &QilFtTigg ag:brszJiaeioRS ("Q"

ggg.. ) li~tgg ig ~FF9Rgix 14 tg tAg Raeie Re~latieRs.

(c)
(c) ~a.. 8all sgR~i~l;;s 9fl
(c) (1)
(1) ',Pa.. sall ~i9R gf thg ~tatigR Salleg, Relio m..;5.. lioaaR 'epise, tRe '"e;pe "ail"

aIle 'ehe eall ai§R ef tae ealliRg atatien, Ret Mere taaR t'"iee, if lieeflil, tfte
fFeEfl=l:eR8?J' 8R "~i .. ];o t];og sallee statieR eRe~le ;pefllYI aRe Ute letter 'Kg.

(c) (2)
(2) If tfte eall i~ l;;;uRsmilio'eee 'eVi89 a'e aR iR'egFval e5 Ret 19ss taaR BRe

miIlt:leC, it: HU:1:Se BeG Be l!'8Jiea:eeEi l:lPleil ares]! aft iftesFTJal ef three mifttlEes.
(d)
(d) 'PRe Fgplly tEl sall~ QgR~i~t~

me:re e1'l:aft E't:Jis8, t;;Ae 'JJ&F8 IIQi;n,

gRl?J'

gil Tag gall ili~ gf 'eag 8alliRg stat~, Ret
aRe tfte 8all si~a ef tfte atatieft ealles, eoce

( a)

(a) S'ea'eiefta a~ta8Fili5ea t8 ~se telegraflfty may e8H8'tiet teete 8H aHy asei!fRed
fFeEfl=l:eH8?Jr iRli~~iElRS mwst Ret 8a~ee aa..f~l iRte;pfeFeHee. WAeH ;pae±at±eH ±e
fteeeeea~r Eae Fii8ie'eele9Eii~a testiRg ~E8eeaYEe aeSSFiB8S iH ~Ris ~a~a,~a,fi mHst
ee £elle'..'eei:

(a) (1)

(1) pfte efle;pa'e8F myst Ret iHteEfeFe ~,ita tFaHemieeieRe iH fl;pe~;pees.

(a) (2)

(2) r;plsle 8fle;paG8F RlY&lt GEaR&lmit; "Iil" (t,,'e ae1;s, &lpaee, lilR9 ge1;) eR tae test
fFe!fl'leRsy as a Fin:RiR~ 'eAat te81; emieeieRe aFe aselit te Be maee. WAeR Eae
heq:l:lehe~ e£ Efte teet eMiesieH is ,dEftiH Efte fFe!fl'lel'ley eal'lE! 485 5Z!5 1Ml!!, a ~..aEefi
MYet se maiRG.iR'iig 9R ~OO I..Wil tAFeY!Jft8~t tfte teet ~eFi88,

(a) (3)



q) If ClR:!' sG.1;,i"n:c 1;;nuclii>ll;i,tlii "A~" (H.i,1;), beebiH~ !ft1olSt Be 8'tis!!'efle.ee.. ~lhen

t·FaHSftlissioH sf "Ii:" iii rQiiWllQe aHe HQ Hle~QRee iii aeClnl, Eae test HlCly prosood.
(a) (4)

(4) 'Post si~HClls eOHlPssoe sf Cl sories of •VVV " aaviH~ a EN2FatioH of Ret ftI0FS
uAaR tOR SOOSHes, fsllsHoeBy bRo 03011 Si~R of tfte eestiR~ station Ifill be
tFaRsHlittoe. Tae eall Si~R HlW:st 130 SORt eleaFly at a 8!!'eea of ~~poximatel, 10
\Jores ~sr HliR~G9 TRis 1;Qs1; traRsHlisiiioR HlW:st Rot Be Fe!!'eated 'tiReil a pe%ioa of
at loast QHe HliR~1;e gas elapsed. OR §QQ lellli! iR a re~ioft or ftce:Oj baffic,
at lea:!te five lftiP1~t:es tft~st! elal'Be Be£ere eft@ ee!le ere:Ii!lftli!l O!!iOll it!S zepeated ..

(b)

(b) -WAoR tOS15iH~ is eSR~E1loee SR iijQQ liHIiJ; RS 100131513 ....ill Be eSRd1ie15ea d'tipift§ efte
588 lell!! sileRee f31eFisae. QaFe HlW:et 130 eJEeFeieea Rot to eo !!,poloft~ afta s!!'aee ehe
ea.a pgrtigR gf tbg "mor" liigri'iliil .Iii 1;g 5'ilFHl 1;ge alaFHl ei~Ral.

(c)

(c) WgeR 10081;j,R~ is QQRe~Q1;Qe SR aR:!' frOlfW:eRe~' iR tAe BaHa Q3~d Q3~~ Jell!!, ee!!e!!
mHst"Rst 3SEU3G8 8H¥ 3Y6emaeie a18FM Feeeiver.

Tbi. geGt;Q~ rppJiQ9 to coa&t. &Qip aRQ Gy~vival eraft SeaeisRs aHEft6ri8Ca ee
1;raRsHli1; iR loae BaRa 4Q§ §d§ leHIi!.

(a)
(a) ~fte statisR tFaReMittiR! Fadistele!Faf31A eftliesisHs M1iSlo Be idoRtified By its

,..11 10 ig.R 'rAg ,..11 10 igR >Il101liit Q'il 1;r.RsRloiloloed \'iloA tAa tele~Fa!!,~ eMission
ROFMally 1isoe B~' 1;As s1;a1;isR $.As saIl E1i~ M1is1; Ba tpaHsMittea at dS miR~te

iR1;sru.110 \JQQR tr.RIORloir;a;i'ilR is s101sli.iRed fSF MEIFS tAaR idS MiR1itee. WftSR a 8fti~

·'3Eaeiel'l is @!][8B:iHi§iR§ fiy,slis eel."l."eeJ;J8RSQREJ8 88H&Q\i:RisaeisRs; tiRe ie1sRtiifis§bien
m8~ Be defoFFse 101Rloil E1e~~leliiBR Bf ea~g QB~RiQa~ieR \JiGA aRy s~A8r s1;a~ien.

(b)
(s) ~ge rS~~rgRloeR1;s ef 1;gi. seQ1;isR es Rs1; af31f311y te s~Fvi.al spare see:tioft~

~1'fl.OR traRsRloi1;tiR~ di8~FSSS si!Rals a~teRt8:tieally OJ!' OOfteft e~e%e:tins on un.soo
MW~ fQr raeieSQa~eR ~101r~sses.

(c)

(c) EftIeF~eRey f31ssitisR iR8isa~iR! FadisBe8:8sR s1;atisRs ae Re6 Fs~iFe

ig,eRti fi~alaiQR.

'PAe esde eM~J,s~'ee fSF li81e~Faf31~' 1810181; Be liAe MQFSS sees r;;~elilifiteQ itR 1;ae
~ele~Faf31R Re~~lala~eRs aRReiise lie laAe .Rlis.Rata~eRal ~eles8ft1Rlo~Risa6isR QswveatieR.
PilrtaiRilRt i1>t1;r.,.lolO frQRlo logil ~liiI1El9ra~A Re~latieRe aFe eeR4:aiRed iR efts 'Uaftl:lal
fU1 tlse bj the Ue:%ieirne Hobile ElRa UaFitiMe }§esile ~atellite ~er...ieQs II p101Qlir;;:Red
by efts IRtsFRatiElRal WelelililRlo>ll101Rilil.loieR URigR.

s 80.101 Radiotelephone testing procedures.

This section is applicable to all stations using telephony except where
otherwise specified.

( a)



(a) Station licensees must not cause harmful interference. When radiation is
necessary or unavoidable, the testing procedure described below must be
followed:

(a) (1)

(1) The operator must not interfere with transmissions in progress.
(a) (2)

(2) The testing station's call sign, followed by the word "test", must be
announced on the radio-channel being used for the test.

(a) (3)

(3) If any station responds "wait", the test must be suspended for a minimum of
30 seconds, then repeat the call sign followed by the word "test" and listen
again for a response. To continue the test, the operator must use counts or
phrases which do not conflict with normal operating signals, and must end with
the station's call sign. Test signals must not exceed ten seconds, and
must not be repeated until at least one minute has elapsed. On the frequency
2182 kHz or 156.800 MHz, the time between tests must be a minimum of five
minutes.

(b)

(b) Testing of transmitters must be confined to single frequency channels on
working frequencies. However, 2182 kHz and 156.800 MHz may be used to contact
ship or coast stations as appropriate when signal reports are necessary. SHere
Ees~s ell: :ni:l kHz ~r HaS'S"." S' leJi to};). J;l~ii (]).) a'ifWo;i,~IIl&ilRto ;fe5 g;i,S'to5&ilS''i' ilRg 'i'il;fa1iy
pU:rp"&'QIi arQ perm i tted to lilTS' "atti 1;11,. ~QHlpat.ii.Qi1.it?2r sf 'iJaa5 Q'flSiflIQ9R£ 'fliek
an h3J emieeieR syseelll. u.s. Coast Guard stations may be contacted on 2182 kHz
or 156.800 MHz for test purposes only when tests are being conducted by
Commission employees, when FCC-licensed technicians are conducting inspections
on behalf of the Commission, when qualified technicians are installing or
repairing radiotelephone equipment, or when qualified ship's personnel conduct
an operational check requested by the u.s. Coast Guard. In these cases the test
must be identified as "FCC" or "technical".

(c)

(c) Survival craft transmitter tests must not be made within actuating range of
automatic alarm receivers. S~~ui.al era£e
trilP£mj tters must nat he tested Q;Q t:b'i' frQ'fl-\QjRQ?{ 5CQ kWa Qw:.iiRi ERe eileAee
~eFieeis.

s 80.102 Radiotelephone station identification.

This section applies to all stations using telephony which are subject to this
part.

( a)
(a) Except as provided in paragraphs (d) and (e) of this section, stations must

give the call sign in English. Identification must be made:
(a) (1)
(1) At the beginning and end of each communication with any other station.
(a) (2)

(2) At 15 minute intervals when transmission is sustained for more than 15
minutes. When public correspondence is being exchanged with a ship or aircraft
station, the identification may be deferred until the completion of the
communications.

(b)

(b) Private coast stations located at drawbridges and transmitting on the
navigation frequency 156.650 MHz may identify by use of the name of the bridge
in lieu of the call sign.

(c)



(c) Ship stations transmitting on any authorized VHF bridge-to-bridge channel
may be identified by the name of the ship in lieu of the call sign.

(d)

(d) Ship stations operating in a vessel traffic service system or on a waterway
under the control of a u.S. Government agency or a foreign authority, when
communicating with such an agency or authority may be identified by the name of
the ship in lieu of the call sign, or as directed by the agency or foreign
authority.

( e)

(e) VHF public coast station may identify by means of the approximate
geographic location of the station or the area it serves when it is the only VHF
public coast station serving the location or there will be no conflict with the
identification of any other station.

s 80.103' Digital selective calling (DSC) operating procedures.

( a)

(a) Operating procedures for the use of DSC equipment in the maritime mobile
service are as contained in CCIR Recommendation 541 as modified by paragraph (c)
of this section.

(b)

(b) When using DSC techniques, coast and ship stations must use nine digit
maritime mobile service identities.

(c)
(c) DSC acknowledgement of DSC distress and safety calls must be made by

designated coast stations and such acknowledgement must be in accordance with
procedures contained in CCIR Recommendation 541. Nondesignated public and
private coast stations must follow the guidance provided for ship stations in
CCIR Recommendation 541 with respect to DSC "Acknowledgement of distress calls"
and "Distress relays".

s 80.104 Identification of radar transmissions not authorized.

This section applies to all maritime radar transmitters except radar beacon
stations.

(a)
(a) Radar transmitters must not transmit station identification.

s 80.105 General obligations of coast stations.

Each coast station or marine-utility station must acknowledge and receive all
calls directed to it by ship or aircraft stations. Such stations are permitted
to transmit safety communication to any ship or aircraft station. VHF (156-162
MHz) public coast stations may provide fixed or hybrid services on a co-primary
basis with mobile operations.

s 80.106 Intercommunication in the mobile service.

(a)

(a) Each public coast station must exchange radio communications with any ship
or aircraft station at sea; and each station on shipboard or aircraft at sea



must exchange radio communications with any other station on shipboard or
aircraft at sea or with any public coast station.

(b)

(b) Each public coast station must acknowledge and receive all communications
from mobile stations directed to it, transmit all communications delivered to it
which are directed to mobile stations within range in accordance with their
tariffs. Discrimination in service is prohibited.

s 80.107 Service of private coast stations and marine-utility stations.

A private coast station or a marine-utility station is authorized to transmit
messages necessary for the private business and operational needs of ships and
the safety of aircraft.

<!!Oel"leral Uae8J!'ials (GU) RefeF€aeeS, ~4m8eaei8Bs, er ~asleB)

s 80.108 Transmission of traffic lists by coast stations.

( a)
(a) Each coast station is authorized to transmit lists of call signs in

alphabetical order of all mobile stations for which they have traffic on hand.
These traffic lists will be transmitted on the station's normal working
frequencies at intervals of:

(a) (1)
(1) 1R ~Re ilillii&l &If 1;&lJ.efjX'ilpl.y, illi lease e~IS Re'liJ!'s aREi RSe Hl8J!'8 Eftal"t £et!r hel:trs

<ittrift§' efts \JSJ!']'ia.Rfj R8\iJ!'S Bif liRe sease seaeieft.
(a) (2)
(2) In the case of radiotelephony, at least one hour and not more than four

hours during the working hours of the coast station.
(b)
(b) The announcement must be as brief as possible and must not be repeated more

than twice. Coast stations may announce on a calling frequency that they are
about to transmit call lists on a specific working frequency.

s 80.109 Transmission to a plurality of mobile stations by a public coast
station.

Group calls to vessels under the common control of a single entity and
information for the general benefit of mariners including storm warnings,
ordinary weather, hydrographic information and press materials may be
transmitted by a public coast station simultaneously to a plurality of mobile
stations.

s 80.110 Inspection and maintenance of antenna structure markings and associated
control equipment.

The owner of each antenna structure required to be painted and/or illuminated
under the provisions of Section 303(q) of the Communications Act of 1934, as
amended, shall operate and maintain the antenna structure painting and lighting


